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Test Plug

Remove screws to remove test plug

IMPORTANT
Finished Floor

opening MUST be:
3-11/16" [93] to
3-15/16" [100]

To secure ROUGH to
wood sub-floor use wood

screws 1/4" X 1-1/4"
min length

For use with

0911-XX.FR

1011-XX.FR

1111-XX.FR

1211-XX.FR

1311-XX.FR

1411-XX.FR

7711-XX.FR

8511-XX.FR

8511-XXB.FR

8511-XXW.FR

8611-XX.FR

8611-XXB.FR

8611-XXW.FR
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®

TUB FILLER
ROUGH VALVE FOR SINGLE-HOLE FLOOR MOUNT TUB FILLER

SPECIFICATIONS SUBJECT TO CHANGE WITHOUT NOTICE

TM

ALL DIMENSIONS SHOWN TO NEAREST 1/16"
[ALL DIMENSIONS SHOWN TO NEAREST 1MM]"

9511Features
Forged rough provides solid support for installation in concrete or wood subflooring•

5-1/2" [140] rigid base with pre-drilled screw holes to mount to underlying concrete & wood framing•
1/2" NPT female inlets•
Includeds mudguard & test plug•

Features
Over 28 finishes including 13 PVD finishes•
All brass construction•
High-arc 360 rotating spout allows for easy filling of large pots•
PDS™ "Positive Docking System" secures sprayhead into spout•
Squeeze lever switches between aerated and spray modes•
Spray jets have easy-to-clean surface that withstands mineral build-up•
Quiet polymer-braided hose with rotating joint at sprayhead allows for •
smooth and non-binding use
Ceramic disc cartridge•
Max flow rate: 1.8 gpm (6.8 L/m)•

For use with:
0911-XX.FR•
1011-XX.FR•
1111-XX.FR•
1211-XX.FR•
1311-XX.FR•
1411-XX.FR•
7711-XX.FR•
8511-XX.FR•
8511B-XX.FR•
8511W-XX.FR•
8611-XX.FR•
8611B-XX.FR•
8611W-XX.FR•

Codes/Standards Applicable
Meets or Exceeds the following:

ASME A112.18.1/CSA B125.1•
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